
     PARK STANDARD DETAILS

    DECOMPOSED GRANITE PAVING

    WITH MOW BAND

     1 OF 1    PSD DG-1       03/08/2011    REREL/MAM    1 1/2" = 1'-0"    PSD DG-1.DWG

     AND CRUSHED GRAVEL PAVING

1" CRUSHED AGGREGATE

(DECOMPOSED GRANITE) WITH BINDER

NON-WOVEN GEOTEXTILE FABRIC

SUBGRADE COMPACTED TO 90% MINIMUM TO

95% MAXIMUM RELATIVE COMPACTION

DEPENDING UPON SOIL REQUIREMENTS

4
"

3" AGGREGATE BASE OR SUBBASE, MINIMUM

1 1/2" AT TURF AREAS

2" AT SHRUB & PLANTING AREAS

SEE DETAIL PSD PLT-4

NOTES:

1. CRUSHED GRAVEL PAVING (DECOMPOSED GRANITE) SHALL BE FLUSH WITH ADJACENT WALKING/

ACCESSIBLE SURFACE.

2. CRUSHED GRAVEL PAVING (DECOMPOSED GRANITE) SHALL NOT BE INSTALLED ON SLOPES OF 3% OR

GREATER.

3. CRUSHED GRAVEL PAVING (DECOMPOSED GRANITE) SHALL MEET THE FOLLOWING SIEVE ANALYSIS:

 3/8" 100% PASSING

 #4 90-100% PASSING

 #8 75-80% PASSING

 #16 55-65% PASSING

 #30 40-50% PASSING

 #50 25-35% PASSING

 #100 15-20% PASSING

 #200 10-15% PASSING

4. CRUSHED GRAVEL SCREENINGS SHALL BE FREE FROM CLAY LUMPS, VEGETATIVE MATTER, AND

DELETERIOUS MATERIAL INCLUDING NOXIOUS WEED SEEDS.

5. CRUSHED GRAVEL PAVING (DECOMPOSED GRANITE) SHALL BE GOLD IN COLOR

6. BINDER SHALL BE USED IN ALL CRUSHED GRAVEL PAVING (DECOMPOSED GRANITE) APPLICATIONS AND

SHALL BE PRE-MIXED OFF SITE BY THE SUPPLIER.

7. BINDER SHALL BE A PATENTED, NON-TOXIC ORGANIC BINDER THAT IS A COLORLESS AND ODORLESS

CONCENTRATED POWDER THAT BINDS CRUSHED GRAVEL PAVING TO PRODUCE A FIRM SURFACE.

FLUSH

6"x6" CONCRETE CURB/MOWBAND

SEE  DETAIL PSD CONC-7
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